
 

 

• INSTREAMER 100 
• INSTREAMER (new) 
• IP Audio Module (IPAM 100/101/102/302) 
• EXSTREAMER 1000, 500 
• ANNUNCICOM series 
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v=4&L=volume.ack
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i.e.

e=1538

e=255

g=[<ip>][:<port>]

<ip>

<port>

0x01

0x02

0x04 

0x80

1

2

0

1



 10

8102

j=0101,1010001001010f

j=0104,00FE7887
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L=getstate.ack

 Q=L=&W499=3035
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 Q=L=&W287=9090

 Q=L=&W791=12399
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webuidevkit instreamerapp

http://x.x.x.x/updateex.html x.x.x.x
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2.15 















the web server port.


the web server port.
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2.12 

2.12 
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&L(0,"*");

&L(0,“*“,1);
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&L(0,"*",10);

 

&L<name>(<id>,<format>[,par]);

 <name>

 <id> 

 <format>

 <par>

);

)\; \

<format>

&LSetup(3,"%s",419,B,!0,"<meta http-equiv=refresh content=\"&LSetup(1,\"%u\",419)\;; url=info.html\">");

\

);
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<form method=GET action=setup.cgi target="answer"><input type="hidden" type="text" name=L 

value=uirnetwork.html>

 

<input name=B0 size=3 maxlength=3 value=&LSetup(1,"%u",0); onChange=IPCheck(this)>

 

<input name=S535 size=20 maxlength=20 value='&LSetup(4,"%s",535);'>

 

<input name=N8B0 size=3 maxlength=3 value=&LSetup(2,"%u",8,0); onChange=netMaskCheck(this)>

<select size=1 name=B82> 

  <option value=0 &Lsetup(3,"%s",82,B,0,"selected");>none</option> 
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  <option value=1 &LSetup(3,"%s",82,B,1,"selected");>Software (XON/XOFF)</option> 

  <option value=2 &LSetup(3,"%s",82,B,2,"selected");>Hardware (RTS/CTS)</option> 

</select>

<input type=radio name=B277b7 value=0&LSetup(3,"%s",277,b7,0," checked");>Yes<input type=radio name=B277b7 

value=1&LSetup(3,"%s",277,b7,1," checked");>No

<input type=submit value=' Apply '>
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&LState(3,"%u",1,0);

&LState(3,"%H",2,0);
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&LSetup(1,"%08lx",315,D);

&LSetup(1,"%lu",311,D);
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setup.cgi

a= a= 

c= 

 

<form action=setup.cgi method=get target=_top>

  <input type=hidden name=L value=logout.html><input type=hidden name=D><input type=submit value=" Logout ">
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</form>

logout.html

200 OK
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http://en.wikipedia.org/wiki/GPIO
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on the current device operation.
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